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宁波瑞品仪器有限公司
宁波盘羊仪器有限公司

地址：浙江宁波江北洪塘工业C区开元路225弄58号   
                    邮箱：nbrooko@163.com      网址： http://www.lxtester.cn

	品牌：
	ROOKO瑞柯
	税 率

	请选择对应

销售公司
	宁波瑞品仪器有限公司
	开具13%增值税专用发票

	
	宁波盘羊仪器有限公司
	开具3%增值税普通发票

	开票品名/规格：
	FT-371A四探针测试仪




FT-371A高阻双电四探针测试仪
一.概述Overview：
四探针法测试高阻值材料方阻及电阻率，可以测试到1010Ω方阻值，液晶显示， AD芯片控制，恒流输出， 四探针双位测量、参考美国 A.S.T.M 标准。中或英文语言版本.
The four probe method tests the resistance and resistivity of the high resistance material . It  can test to1010Ω  resistance value. Liquid crystal display. high precision AD chip control. constant current output. Four  probe double bits measurement.
Refer to the American A.S.T.M. standard.Chinese or English language versions.

二.适用范围：
覆盖膜;导电高分子膜，高、低温电热膜;隔热、导电窗膜 导电(屏蔽)布、装饰膜、装饰纸;金属化标签、合金类箔膜;熔炼、烧结、溅射、涂覆、涂布层，电阻式、电容式触屏薄膜;电极涂料，其他半导体材料、薄膜材料方阻测试covering film;Conductive polymer film. high and low temperature electric film;Insulation. anti-radiation conductive film (shielding) cloth. decorative film. decorative paper.Metallized labels and alloy foil films. Smelting. sintering. sputtering. coating. coating. resistive. Capacitive touch screen.Electrode coating. other semiconductor materials. thin-film material resistance testing.
硅晶块、晶片电阻率及扩散层、外延层、ITO导电箔膜、导电橡胶等材料方块电阻  半导体材料/晶圆、太阳能电池、电子元器件，导电薄膜（ITO导电膜玻璃等），金属膜，导电漆膜，蒸发铝膜，PCB铜箔膜，EMI涂层等物质的薄层电阻与电阻率  导电性油漆，导电性糊状物，导电性塑料，导电性橡胶，导电性薄膜，金属薄膜， EMI 防护材料，导电性纤维，导电性陶瓷等.
Silicon block. chip resistance rate and diffusion layer. epitaxial layer. ITO conductive foil. conductive rubber materials such as square resistance semiconductor materials/wafer. solar cells. electronic components. conductive film (ITO conductive film glass. etc.). metal film. conductive film. aluminium film evaporation. PCB copper foil membrane. EMI coating materials such as sheet resistance and resistivity of conductive paint. conductive paste and conductive plastic. conductive rubber. conductive film. metal film. anti-static materials. EMI shielding materials. conductive fiber. conductive ceramics. etc.
三.参数资料Parameters：
	规格型号model
	FT-371A

	1.方块电阻范围sheet resistance 
	10-4～1×107Ω/□

	2.电阻率范围resistivity 
	10-5～2×108Ω-cm

	3.测试电流范围test current 
	10mA ---200pA

	4.电流精度current accuracy
	±2%

	5.电阻精度resistance accuracy
	≤10%

	6.显示读数display
	液晶显示：电阻、电阻率、方阻、温度、单位换算、温度系数、电流、电压、探针形状、探针间距、厚度 、电导率
LCD: Resistance. resistivity. sheet resistance. temperature. unit conversion.temperature coefficient. current. voltage. probe shape. probe spacing. thickness. conductivity

	7.测试方式test mode
	组合双电测试方法combined double electric test method

	8.工作电源working power
	输入: AC 220V±10%.50Hz功 耗：<30W 

	9.误差errors
	Machine uncertain≤15%

	10.选购功能choose to buy
	选购1.pc软件； 选购2.方形探头； 选购3.直线形探头； 选购4.测试平台1.pc software; 2. square probe; 3. linear probe; 4. test platform

	11.测试探头test probe
	探针间距选购： 2mm；3mm两种规格; 探针材质选购：碳化钨针、镀金磷铜半球形针Optional probe spacing: 1mm；2mm；3mm in three sizes.Select probe material: tungsten carbide needle. white steel needle. gilded copper hemispherical needles.


配套方案：解决各材料状态 --固态、液态、气态、颗粒状 电阻、电阻率、电导率测量

 
ROOKO瑞柯仪器-------专注于新材料测量与分析仪器解决方案   

 
----解决材料：

导体、半导体、绝缘材料常温及高温等环境下电性能分析.

 
----我们一直在做：

研发、生产、销售研发、生产、销售、租赁、实验室样品分析及后延扩展服务.
ROOKO瑞柯仪器-------专注于粉体&新材料测量与分析仪器解决方案

